Software Product Description CHVX-261-PG-WI

CHARON™-VAX/6610 Plus for Windows
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CHARON-VAX/6610 Plus for Windows
is a third generation VAX syste

ln§{a!i virtualization By emulating a single CF
without VAX6000-610  system, CHARON-
changes VAX/6610 Plus for Windowsan replace

large VAX server hardware with a mod
Windows server running CHARON-

o VAX/6610 as a Windows application
Hardware . [CHARON - VAX

replaced CHARON-VAX/6610 Plus for Windowss
a virtualization of the VAX 600@-1C
computer. It executes  unmodif
VAXIVMS, layered softwareand user applications. No conversion of binary VAXde i
required. CHARON-VAX/6610 Plus for Windowmcludes SRI's Advanced CPU Emulat
feature (ACE).

=

The compatibility of the emulator with VAX hardwaietested with the original VAX hardwe
design tools and diagnostics.

Features

Provides VAX 6000-610 single CPU emulation.

Does not require VAX application code conversiom application sources. VMS, layel
software and applications can be directly instalted CHARONVAX/6610 Plus fo
Windows and do not require any modifications. Tpeligation binaries, user interface i
functionality remain unchanged.

The emulated VAX follows the characteristics of thiéginal VAX 6000610 hardwart
requires the corrgending level of VAX/VMS license units and suppotkte periphera
particular to that VAX model. See the Features Main the next page.

Installs and runs the standard VAX/VMS and othandard VAX operating systems.
CHARON-VAX/6610 Plus for Windows can operate asiaattended Windows service.

VMS and layered product transfer licenses from mistiag VAX system to CHARON-
VAX/6610 Plus for Windows are available from HP.

Passes HP’s AXE architecture test for VAX instrorctcompatibility.
CHARON-VAX/6610 Plus for Windows emulates up to B 8AX memory.

The Ethernet adapter(s) emulator supports 10 or10@bps network connections to otl
systems, terminal servers andtefminal (emulators). Emulation is transparent &(be
and/or TCP/IP network protocols.

CHARON-VAX/6610 Plus for Windows can be configurasla VMS Nleluster member «
as a cluster member with shared disk clustering.

Upgrading to a faster host system provides an inmteémulator performance increase.
Provides a choice between one year (extendabl@rpetual usage licenses.

Two levels of optional software support service.

©2007 Software Resources International. This document replaces earlier versions. It is provided for information and does not form a legally binding offer.
Product specifications can be changed or products can be retired without prior notice. The CHARON name with its logo is a registered trademark of
Software Resources International. All other trademarks are the property of their owners.
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Typical applications

Replacing any mid-range or large VAX platform reqg up to 1 GB of VAX memory with

a Windows host system while using unmodified VAXlgation software.

Improving VAX system performance for CPU or I/Oansive workloads while replacing the

hardware with a Windows platform.

Replacing departmental or corporate VAX computeysmodern host systems to reduce

maintenance, space and operating costs.

Features Matrix

Emulated VAX CPU
Earliest VMS version
supported

Maximum VAX memory
emulated

SCSI Subsystem
Emulated VAX disks

Emulated VAX tapes

Ethernet

VAX/VMS clustering
Asynchronous serial line
emulation

Qbus subsystem

Host memory requirement

VAX 6610
KAGBG-A

5.5-2

1GB

n/a
KDM70 XMI disks
KDM70 XMI tapes
Tapes can only be used for data exchange. Booting from tape is not possible.
Multiple emulated DEMNA Ethernet adapters up to the available maximum
slots on the emulated XMI bus. Nominal connection speed on the emulated
VAX level is 10 or 100 Mbps (*).
NI Clusters or Shared Disk Clustering with simulated MSCP disk controllers.
n/a
All terminal connections are via Ethernet except the emulated VAX console.
n/a
2GB

(*) The effective aggregate throughput depends on the host system performance.

Ordering information

Unlimited run time license
Initial (one year) license

License extension for one year

Back-up key
GOLD Support
PLATINUM Support (**)

CHARON-VAX/6610 Plus for
Windows
CHVX-261-PG-WI
CHVX-261-BG-WI
CHVX-261-EG-WI
CHVX-261-KG-WI
CHVX-261-UG-WI
CHVX-261-TG-WI

(**) Subject to geographical availability.



